LTO3IND48 25L 35K LW xx xx MW

CANDLEPOWER CURVE INTENSITY SINGLE UNIT: PERFORMANCE MULTIPLE UNITS: PERFORMANCE
TEST SP-01550_3 CANDELA HORIZONTAL FOOTCANDLES 80/50/20% REFLECTANCES
0° AZIMUTH INITIAL DOWNLIGHT ONLY HORIZONTAL FOOTCANDLES AND WATTS/SQ FT
0 ||oc-10°| 171 | 3% ) FCat |Diameter| FCat RCR2 RCR 4
Mounting!
DEICTES gequ OLBe?m BEZ°m R Fixt w/ R Fixt w/
0° 1730 enter ngle ge oom | Fixture . +| Room | Fixture . .
0°-20°| 704 | 10% size | Grid |FC | sqft.|PR | size | Gria |FC|sqFt.| PR
50 1778 65" 41 fc 220" 3fc
0°-30°| 1635 | 24% 32%32' | g 16X16' [\ o
15 o4 75 31 fe 254" 2fc 9 tall 8x10' | 35| 0.45 | 79 9 tall 6x8 | 72| 1.19 | 61
0°-40° | 2671 | 42% 85" 24 fc 28.8" 2fc 1747 24504
25 2507 12 tqn | 10X147( 33 | 041 | 79 |05 110x12'| 32 | 0.53 | 61
0°-60°| 5415 | 80% 10.0" 17 fc 338" 1fc
35° 2519 o o
o800 | 6711 | 997 | | 120" | 12fc | 406" | ie || 47X ligsae| 27 | 034 | 79 | 38530 [ 10wis | 24 | 039 | 61
45° 2212
14.0" 9 fc 47.4" 1fc
0°-90° | 6798 | 100% i
55° 1590 , . Recessed mounting
o0 7fe 541 013 ™ Average Initial Footcandles at 2.5' Above Floor
L 90° 7 Total | 6798 | 100% 200" 4fc 677" Ofc " Delivered lluminance Rating in FC per W/Sq.Ft.
0 10° 20° 30° . i
Delivered Lumens: 6798 CP at 0° (Nadir): 1730 Beam Angle: 119°x 74° Lumen Multiplier: 05Lx0.22, 11L x 0.47, 20L x 0.82
Luminaire Watts: 76 Spacing Rafio: 1.90x 1.21 CCT Mulfiplier: 30K x 0.97, 40K x 1.02

LER: 89.45 CRI: 80



