SPECTRUM
LIGHTING INC.

Indoor Distribution Test Report

Spectrum Lighting Inc.

994 Jefferson Street
Fall River, MA 02721
+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
SLO3IND2 1L 35K LA xx xx MW
Specline Linear Pendant, 1.8" aperture x 2' Long, Matte White Refl

Test Number
SP-01429 1

Test Date
6/3/2022

The results contained in this report pertain only to this IES file.
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SPECTRUM
LIGHTING INC.

Summary of Results

Power

Input Watts 7W
Lumen Output

Output Lumens 1713

Efficacy 100.78 Im/W

Luminous Dimensions

Spacing Criterion

Two luminaires, plane 0° 1.24
Two luminaires, plane 90° 118

Four luminaires 118

Full Beam Angle

0° - 180° 66°

90° - 270° 92°

0° - 180° Size
90° - 270° Size

Height

Keyword
TEST
TESTLAB
MANUFAC
TESTDATE
ISSUEDATE
LUMCAT
LUMINAIRE
OTHER
OTHER
OTHER
LAMP
LAMPCAT
OTHER
OTHER
OTHER
OTHER

OTHER
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IES File Header Contents

Value

SP-01429_1

Spectrum Lighting Photometric Lab, VLS-245-981

Spectrum Lighting

6/3/2022

11/11/2022

SLO3IND2 11L 35K LA xx xx MW

Specline Linear Pendant, 1.8" aperture x 2' Long, Matte White Refi
Extruded Acrylic Lens, Asymmetric Distribution

Data for 2' IND fixture, or 2' module for continuous ROW

66 deg x 96 deg Beam Angle

N/A, Min. 80 CRI

N/A

Reference project SL473

1L designation for Spectrum linear product indicates 868 Source Lm/Ft.
CCT Output Multipliers: 40K x 1.02, 30K x 0.97

Total Luminaire Watts is approximate

This report prepared by Spectrum Lighting
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SPECTRUM
LIGHTING INC.

Candela Polar Plot
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Zonal Lumen Summary,
Zone Lumens % Fixture Zone Lumens % Fixture
0.00° - 10.00° 79.31 4.63% 90.00° - 100.00° 0.00 0.00%
10.00° - 20.00° 212.98 12.43% 100.00° - 110.00° 0.00 0.00%
20.00° - 30.00° 300.28 17.53% 100.00° - 120.00° 0.00 0.00%
30.00° - 40.00° 329.48 19.23% 120.00° - 130.00° 0.00 0.00%
40.00° - 50.00° 300.23 17.52% 130.00° - 140.00° 0.00 0.00%
50.00° - 60.00° 238.90 13.94% 140.00° - 150.00° 0.00 0.00%
60.00° - 70.00° 160.87 9.39% 150.00° - 160.00° 0.00 0.00%
70.00° - 80.00° 75.84 4.43% 160.00° - 170.00° 0.00 0.00%
80.00° - 90.00° 15.30 0.89% 170.00° - 180.00° 0.00 0.00%
0.00° - 90.00° 1713.19 100.00% 0.00° - 180.00° 171319 100.00%
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Candela Distribution
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202.50°

839.10

816.98

794.87

758.31

72175
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618.79
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511.42

469.99

428.56

400.20
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24915
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22714
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364.89

326.90

288.91
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pfc
pcc

pw

RCR

© O N o o b~ O D

-
o

20%
80%
70%

2040
1886
1732

1592
1468
1358
1260
174

1097
1028
967

Mtg Height

551t

6.5 ft

7.5 ft

8.0 ft

10.0 ft

12.0 ft

14.0 ft

16.0 ft

20.0 ft

24.0 ft

28.0 ft

SLOSIND2 11L 35K LA xx xx MW

20% 20% 20%
80% 80% 80%
50% 30% 10%
2040 2040 2040
1813 1748 1690
1604 1499 1411
1427 1300 1198
1278 1140 1034
1153 1010 904
1047 903 800
956 814 715
878 740 645
810 676 586
751 622 535
Cone of Light
Light Level
277 fc
19.9 fc
14.9 fc
131 fc
8.4 fc
5.8 fc
4.3 fc
3.3fc
2.1 fc
1.5 fc
11fc

Coefficients of Utilization — Zonal Cavity Method

Values are lumens delivered to the workplane.

20%
70%
70%
1992
1840
1688
1551
1430
1323
1229
145
1071
1005
946

Beam Diameter

20%
70%
50%
1992
1775
1573
1401
1256
134
1031
942

866
800
742

20%
70%
30%
1992
1716
1476
1283
127
1000
895
808
734
672
618

7.4 ft

8.7 ft

10.0 ft

10.7 ft

13.4 ft

16.0 ft

18.7 ft

21.4 ft

26.7 ft

3211t

374 ft

20%
70%
10%
1992
1662
1394
1188
1027
899
797
713
643
584
534

20%
50%
50%
1904
1703
1513
1351
1214
1099
1001
917
844
781
726

20%
50%
30%
1904
1654
1432
1250
102
981
880
796
724
664
611

20%
50%
10%
1904
1610
1362
167
1013
890
790
708
639
581
532

20%
30%
50%
1823
1637
1458
1305
176
1066
973
893
823
763
710

SPECTRUM
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20% 20% |20%

30% 30% |10%

30% 10% |50%

1823 1823 | 1748

1598 1561 | 1576

1391 1331 | 1407

1219 M47 | 1262

1078 1000 | 1140

962 881
865 783

1035
947

784 703 |870

715 636 | 804

656 579 |746

605 530 |695

20% | 20% | 0%
10% 10% |0%
30% 10% | 30%
1748 1748 |1713
1544 1515 | 1512
1352 1302 | 1323
190 m28 | 1164
1056 987 |1033
945 872 |925
851 777 |834
773 698 |758
706 632 | 693
648 576 | 636
598 528 |588

Average Luminaire Luminance [cd/m?]

0.00°

45.00°

55.00°

65.00°

75.00°

85.00°

0.00°

30107

18773

14196

me3

7451

2675

45.00°

30107

26607

21024

15899

9968

3519

90.00°
30107
22657
18281
13731
8971

4683
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SPECTRUM
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UGR CIE 190:2010

Ceiling | o, 67 05 05 03|07 07 05 05 03
reflectance

bl 05 03 0.5 0.3 03 |05 03 05 03 0.3
reflectance

A 02 02 02 02 02|02 02 02 02 02
reflectance

. Roorp Viewed crosswise Viewed endwise
dimensions

2H | 20.8 22.3 21.2 227 23.0|19.9 215 203 21.8 221

3H | 22.0 234 224 237 241 |215 229 219 232 236

4H | 224 236 228 240 244|221 233 225 237 241

o 6H | 225 237 229 240 244|223 235 227 239 243
8H | 225 23.6 229 240 244|224 235 22.8 239 243
12H | 225 236 229 239 244|224 235 228 239 243
2H | 217 230 221 234 237 |204 216 208 220 224
3H | 231 241 235 245 249|221 232 225 236 24.0
4H | 23.5 244 239 24.8 253|227 237 232 241 245

- 6H | 237 245 241 249 254|231 239 235 244 248
8H | 237 244 241 249 254|232 239 236 244 248
12H | 237 244 241 248 253 |23.2 239 237 244 248
4H | 23.8 246 243 25.0 255|229 237 234 242 246
6H | 24.0 247 245 252 256 |23.3 240 238 245 249

8H

8H | 241 246 246 252 256|234 240 240 245 250

12H | 241 246 246 251 257 |23.5 240 240 245 251

4H | 23.8 245 243 25.0 254|229 236 234 241 246

12H 6H | 241 246 246 251 25.6 (234 239 239 244 249

8H | 241 246 246 251 257 |23.5 240 240 245 251

Corrected UGR values based on total output energy
SHR=1.0

Corrected UGR values based on total output lumens

SHR =1.0

SLO3INDZ2 T1L 35K LA xx xx MW © Spectrum Lighting
Page 6 of 6



