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WARRANT Y

SX1003RDINC
APPLICATION
Cloud 10" surface light for area illumination.
FEATURES
Speclume series fixtures offer contemporary style with functional luminaire performance. 
Fixtures designed and manufactured in our factory. Fixture produces horizontal and 
vertical illumination. Designed for through wiring. Reflective gloss white reflector behind LED 
for enhanced light output. Interchangeable LED module for ease of maintenance. A variety of 
mounting options are available. 
ELECTRONICS
E26 Edison medium base 120V socket for incandescent or LED lamps. 
CONSTRUCTION
Fixtures are spun in our factory from 0.063 high purity aluminum. Passive machined 
aluminum heatsink for optimal thermal management.
CODE COMPLIANCE 
ETL listed for damp locations. BAA Compliant. Manufactured and tested to UL Standard No. 
1598/8750. 

EXAMPLE: SX1003RDINCA19/SMMW

SX1003RDINC A19 FS
GS

TMB

Fuse Holder and Fuse
Ceiling Level Gasket
Thumb Screws

SM Surface Mount MW2
MB2
PT2
CC

Matte White
Matte Black
Platinum Silver
Custom Color

A B C

4.0 
101.6 mm

1.6 
40.6 mm

10.0 
254.0 mm

NOTES:
1 Reference Color Sheet Located on Product Webpage for Full List of Available Colors/Consult Factory for Special Finishes    2 Standard Finishes
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SERIES LAMPS OPTIONS MOUNTING FINISH1

CLOUD 10" ROUND  
INCANDESCENT
SURFACE LIGHT
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