SPECTRUM

LIGHTING INC.
www.speclight.com

PHOTOMETRY

IES INDOOR REPORT

PHOTOMETRIC FILENAME : SP-00424_49 ~ C1320YKSSXT-120LXXK-WDEX-MBI.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002
[TEST] SP-00424_49 M-120L

[TESTLAB] Photopia 2017.2.1 see: www.ltioptics.com/ies

[I[SSUEDATE]

[TESTDATE] 8/16/2017
[UPDATE] 11/08/2017
[MANUFAC] Spectrum Lighting

[LUMCAT] C1320YKSSXT-120L-xxK-WD-EX-MBI

[LUMINAIRE] Nom. 13" Diam. x 26.5" H Cylinder Downlight, Yoke Mounted, Wide Beam

[OTHER] Integral Straight 3" Matte Black (interior) Deep Snoot for Additional Cutoff
[OTHER] Nom. 13" Diam. Cylinder / Nom. 13" Diam Snoot Opening

[OTHER] Matte Black regressed faceplate w/ (4) openings for LEDXT optics
[OTHER] Four (4) LEDXT Reflector modules per Luminaire

[OTHER] 44.2 Degree Beam Angle, 75.6 Degree Field Angle

[LAMPCAT] LED 3000Im
[LAMP] N/A, 19mm

[OTHER] Total Luminaire Watts is approximate

[OTHER] LEDXT lumen output is the same for all available CCT's
[OTHER] This report prepared by Spectrum Lighting, scaled from 200L

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

N.A. (absolute)
N.A. (absolute)
7242

N.A.

52

138.4

1.00

Direct

0.78

0.80

0.68

Circular

1.25 ft (Diameter)
1.25 ft (Diameter)
0.00 ft

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : SP-00424_49 ~ C1320YKSSXT-120LXXK-WDEX-MBI.IES

LUMINANCE DATA (cd/sq.m)

Angle In
Degrees

45
55
65
75
85

Average
0-Deg

6006

[oNeoNoNe]

Average
45-Deg

3703

oNeoNoNe]

Average
90-Deg

5551

[oNeoNoNe]

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : SP-00424_49 ~ C1320YKSSXT-120LXXK-WDEX-MBI.IES

CANDELA TABULATION
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Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : SP-00424_49 ~ C1320YKSSXT-120LXXK-WDEX-MBI.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

3638.51
5717.59
6863.59
7242.12
7242.12
7242.12
6244.88
3225.08
3599.45
378.53
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
7242.12

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

997.24
2641.27
2079.08
1146.00
374.38
4.16
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

50.20
78.90
94.80
100.00
100.00
100.00
86.20
44.50
49.70
5.20
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : SP-00424_49 ~ C1320YKSSXT-120LXXK-WDEX-MBI.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD
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Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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PHOTOMETRIC FILENAME : SP-00424_49 ~ C1320YKSSXT-120LXXK-WDEX-MBI.IES

POLAR GRAPH
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Maximum Candela = 11145.906 Located At Horizontal Angle = 5, Vertical Angle = 10
# 1 - Vertical Plane Through Horizontal Angles (0 - 180)

# 2 - Vertical Plane Through Horizontal Angles (45 - 225)

# 3 - Vertical Plane Through Horizontal Angles (90 - 270)

Photometric Toolbox Professional Edition - Copyright 2002-2012 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.
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