SPECTRUM
LIGHTING INC.

Indoor Distribution Test Report

Spectrum Lighting Inc.

994 Jefferson Street
Fall River, MA 02721
+1.508.678.2303

Spectrum Lighting Photometric Lab

Luminaire
SR3Mx 25L 35K ND xx xx RA3F 25L 35K ND MW SO (nadir)
Nom. 3" Round Downlight, Narrow Beam

Test Number
SP-01392_4

Test Date
9/7/2022

The results contained in this report pertain only to this IES file.
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Input Watts

Output Lumens

Efficacy

Luminous Dimensions

Lumen Output

SPECTRUM
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Summary of Results

Power Spacing Criterion

26.3W Two luminaires, plane 0° 0.58

Two luminaires, plane 90° 0.58

Four luminaires 0.58

19
% Full Beam Angle

75.97 Im/W

0° - 180° 36°

0° - 180° Size
90° - 270° Size

Height
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CRI
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-0.25

-0.25

IES File Header Contents

Value

SP-01392_4

Spectrum Lighting Photometric Lab, VLS-245-981

Spectrum Lighting

9/7/2022

12/16/2022

SR3Mx 25L 35K ND xx xx RA3F 25L 35K ND MW SO (nadir)

Nom. 3" Round Downlight, Narrow Beam

Matte White Trim, Solite Lens

36 Degree Beam Angle

N/A, 19mm LES

N/A, Min. 80 CRI

Reference project SL167

minus 2W, no thermal protection required for 7L, 10L, and 15L (non-IC)
minus 2W, no thermal protection required for all (including 20L and 25L) IC luminaires
Total Luminaire Watts is approximate

This report prepared by Spectrum Lighting
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130°
1209

1109

1009

90°

80°

70°

60°

50°
40°

Zone
0.00° - 10.00°
10.00° - 20.00°
20.00° - 30.00°
30.00° - 40.00°
40.00° - 50.00°
50.00° - 60.00°
60.00° - 70.00°
70.00° - 80.00°
80.00° - 90.00°

0.00° - 90.00°

150°
140°

30°

o
20% 100

Lumens
448.40
849.48
540.82

116.87
914
418
3.91
4.09
1.93

1978.81

Candela Polar Plot

o 180° 1700
, 170 170°

3000 cd
3500 cd

150°
140°

30°

130°
120°
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110°

100°

90°

80°

70°

0°-180°
22.5°-202.5°
45°-225°
67.5°-247.5° ~
90°-270°
112.5°-292.5°
135°-315°
157.5°-337.5° ~

60°

50°

40°

Zonal Lumen Summary

% Fixture
22.44%
42.52%
27.07%

5.85%
0.46%
0.21%
0.20%
0.20%
0.10%

99.04%

SR3Mx 25L 35K ND xx xx RA3F 25L 35K ND

MW SO (nadir)

Zone

90.00° - 100.00°

100.00° - 110.00°

100.00° - 120.00°

120.00° - 130.00°

130.00° - 140.00°

140.00° - 150.00°

150.00° - 160.00°

160.00° - 170.00°

170.00° - 180.00°

0.00° - 180.00°

Lumens

1.42

1.36

2.80

1.61

1.97

2.58

5.75

2.87

0.19

1998.00

% Fixture

0.07%
0.07%
0.14%
0.08%
0.10%
0.13%
0.29%
0.14%
0.01%

100.00%
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Candela Distribution

0.00° 22.50° 45.00° 67.50° 90.00° 112.50° 135.00° 157.50° 180.00° 202.50° 225.00° 247.50° 270.00° 292.50° 315.00° 337.50° 360.00°

0.00° 497912 497912 497912 497912 497912 497912 497912 497912 497912 497912 497912 497912 497912 497912 497912 497912  4979.12
2.50° 4960.16 4954.31 4977.88 4940.40 4942.85 4945.42 491319 | 4914.50 489793 4930.19 |4959.11 4950.22 4953.81 4983.74 495762 4981.51 4960.16
5.00° 4874.92 4861.94 4842.91 4861.21 4865.96 4812.88 4825.13 4774.83 4789.58 4794.51 4808.85 4846.02 4862.07 483750 4891.66 4852.67 4874.92
7.50° 4636.87 4626.40 466778 460756 4600.37 462210 4560.80 4564.15 453718 458771 4648.27 4616.02 4596.35 4661.87 4607.59 4673.46 4636.87
10.00° 428417 424700 424010 4278.87 4301.23 4228.59 4282.62 4203.23 4233.68 422374 421377 4262.53 4256.23 421511  4272.68 4242.08 428417
12.50° 372725 3738.25 3776.89 3745.88 3737.89 @ 3770.00 372119 374817 | 3720.06 3753.34 3768.01 3720.52 3691.30 3728.48 3690.34 373707 @ 3727.25
15.00° 3154.60 3115.43 3136.57 3138.01 3139.07 3122.04 314789 3121.00 3143.93 3185.31 3145.22 3156.12 3123.62 312616 31114 3143.92  3154.60
17.50° 255758 2549.54 2525.65 2559.17 2549.89 2508.88 254718 @ 2525.48 2556.75 2559.65 2524.88 2561.84 2548.81 2511.61 2544.28 2529.62 2557.58
20.00° 2044.46 202768 2032.57 1989.27 1961.61 1981.64 1950.13 1980.28 1966.85 2034.41 2044.61 2052.07 2034.21 2072.86 2022.54 2070.61 2044.46
22.50° 1646.25 1598.47 1566.08 1543.82 1521.39 149310 1504.39 149116 | 1506.50 1560.59 1570.87 164115 1652.94 1645.96 1649.37 H1641.37  1646.25
25.00° 1276.04 1231.94 18748 1130.08 1089.50 1086.45 1064.68 1079.89 1071.60 1154.21 1202.64 1262.25 128773 1302.64 128786 1293.50 1276.04
27.50° 939.45 ' 893.20 829.72 783.87 | 749.17 720.75 | 723.86 @ 721.27 73515  777.58 841.71 916.22 95319 962.20 958.62 @ 95789  939.45
30.00° 638.45 571.04 529.87 451.82 41278 420.96 39875 426.68 413.62 496.09 554.01 612.86 646.63 664.33 651.60  664.61 638.45
32.50° 374.92 339.47 279.32 263.68 243.84 21076 232.36 21879 24276 250.43 286.29 34795  386.48 370.95 396.93 | 375.95 | 374.92
35.00° 194.39 154.79 145.29 | 99.10 80.89 105.42  81.82 103.42  88.46 131.94 160.59 176.33  191.44 2131 194.78 220.58 194.39
37.50° 90.57 7014 48.30 52.58 46.93 37.20 47.57 38.65 50.01 53.81 5116 78.42 91.63 63.75 98.97 74.61 90.57
40.00° 34.31 30m 27.47 20.37 15.23 20.52 17.93 21.27 20.16 27.08 31.68 30.16 29.66 3716 33.32 43.46 34.31

42.50° 1703 15.22 12.76 12.83 11.67 10.41 13.88 11.88 13.92 13.76 15.17 16.25 1614 12.93 20.55 16.26 17.03

45.00° 910 9.90 8.91 7.31 8.36 8.29 10.10 9.06 8.58 9.56 11.68 9.89 8.76 10.66 11.45 12.29 910
47.50° 7.90 752 5.98 6.42 m 6.69 7.55 7.25 778 7.30 8.49 8.08 8.27 8.45 8.02 8.45 7.90
50.00° 6.63 6.09 4.45 5.75 5.88 5.65 5.46 6.16 6.99 5.94 6.39 6.19 7.25 6.69 6.07 7.65 6.63
52.50° 5.34 5.25 3.85 4.81 4.78 4.81 5.06 5.31 574 474 4.66 4.27 57 5M 6.12 6.82 5.34
55.00° 4.47 4.56 4.51 3.89 378 416 4.62 4.61 4.56 4.35 4.04 3.86 4.80 4.43 5.48 5.54 4.47
57.50° 3.83 4.20 4.31 3.43 3.31 410 4.09 4.7 4.43 4.07 3.63 413 4.44 3.95 4.02 4.37 3.83
60.00° 3.77 3.92 3.09 3.01 3.02 4.52 3.74 5.26 4.33 3.84 37 3.82 415 4.26 3.53 4.08 3.77
62.50° 3.98 3.90 2.64 3.16 3.45 419 3.84 4.87 4.48 3.61 3.58 3.28 3.89 4.44 4.05 3.93 3.98
65.00° 4.08 3.93 3.00 3.31 378 3.32 4.23 4.02 4.58 416 3.01 3n 4.01 418 4.27 4.68 4.08
67.50° 4.12 3.82 3.48 3.48 3.75 3.16 5.27 4.27 4.32 4.75 2.86 3.06 4.36 4.05 4.22 5.24 412
70.00° 4.54 3.70 4.07 3.65 3.72 3.45 571 4.97 414 4.52 3.49 3.02 4.40 4.30 4.52 4.83 4.54
72.50° 5.09 3.82 an 3.80 3.67 3.55 5.01 4.31 4.42 4.27 3.88 2.98 4.24 4.43 512 4.58 5.09
75.00° 478 3.96 372 3.79 3.37 3.55 4.30 318 4.50 4.30 3.86 3.44 4.31 4.28 5.28 4.97 478
77.50° 4.23 3.18 3.04 2.86 2.49 275 3.55 2.63 3.68 4.26 3.51 4.01 4.48 3.96 514 4.97 4.23
80.00° 3.21 2.35 217 2.03 1.82 1.56 278 2.26 2.86 2.97 2.69 3.31 3.77 3.26 417 3.66 3.21
82.50° 2.07 1.85 1.90 1.63 1.58 1.37 1.97 1.90 2.00 176 2.03 2.37 2.67 2.48 2.69 2.52 2.07
85.00° 170 1.36 2.02 1.33 1.36 1.59 1.44 1.56 1.35 1.40 1.60 1.89 1.97 1.57 1.86 1.91 170
87.50° 1.47 1.31 1.80 1.41 116 1.46 1.25 1.50 1.35 1.08 1.34 1.46 1.42 1.07 1.37 1.50 1.47
90.00° 144 1.27 1.40 1.42 1.05 1.20 1.20 1.50 1.38 112 1.26 1.4 1.32 1.20 1.32 1.55 1.44
92.50° 1.44 1.37 1.22 1.28 1.06 118 1.30 1.33 1.49 115 1.30 1.39 1.36 1.27 1.48 1.58 1.44
95.00° 1.51 1.46 114 112 1.06 1.28 1.30 114 1.48 115 1.45 1.49 1.32 1.26 1.40 1.55 1.51
97.50° 1.58 1.44 1.22 0.95 1.04 1.22 1.21 1.23 1.25 m 1.52 1.59 1.26 116 1.23 1.49 1.58
100.00° 1.31 1.43 1.37 0.91 112 1.20 114 1.35 1.20 0.93 1.51 1.49 1.28 0.96 1.35 1.39 1.31
SR3Mx 25L 35K ND xx xx RA3F 25L 35K ND © Spectrum Lighting
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pfc
pce

pw

-

RCR

© 0 N O 0~ O D

20%
80%
70%
2374
2282
2195
212

2034
1959
1889
1823
1760
1701

1645

Mtg Height

551t

6.5 ft

7.5 ft

8.0 ft

10.0 ft

12.0 ft

14.0 ft

16.0 ft

20.0 ft

24.0 ft

28.0 ft

SR3Mx 25L 35K ND xx xx RA3F 25L 35K ND

MW SO (nadir)

20%
80%
50%
2374
2235
214

2007
1912

1826
1747

1675
1609
1548
1491

SPECTRUM
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Coefficients of Utilization - Zonal Cavity Method

20%
80%
30%
2374
2193
2047
1926
1823
1732

1652
1580
1514

1454
1398

Values are lumens delivered to the workplane.

20%
80%
10%
2374
2155
1991

1862
1755
1664
1584
1513

1449
1390
1337

20%
70%
70%
2317

2232
2151

2073
1999
1929
1862
1799
1738
1681

1627

Cone of Light

Light Level

164.6 fc

178

88.5

778

49.8

34.6

25.4

19.4

12.4

fc

fc

fc

fc

fc

fc

fc

fc

8.6 fc

6.4

fc

20%
70%
50%
2317
2191

2079
1979
1889
1807
1732
1662
1598
1538
1483

20%
70%
30%
2317
2153
2019
1905
1807
1720
1643
1572
1508
1449
1394

20%
70%
10%
2317
2119

1968
1846
1744

1656
1578
1508
1445
1388
1335

Beam Diameter

3.5 1t

4.2 ft

4.8 ft

511t

6.4 ft

77 ft

9.0 ft

10.3 ft

12.8 ft

15.4 ft

18.0 ft

20%
50%
50%
2209
2107
2013
1926
1846
1772

1702

1638
1577

1520
1467

20%
50%
30%
2209
2078
1964
1865
1777

1697
1624
1558
1496
1439
1386

20% |20%
50% |30%
10% |50%
2209 | 21M
2050 | 2030
1922 1952
1815 1877
1722 1806
1640 1739
1566 | 1675
1500 1614
1439 1557
1383 1503
1331 1452

20%
30%
30%
2m
2008
1913
1827
1748
1675
1607
1544
1485
1430
1379

20% | 20%
30% | 10%
10% | 50%
211 | 2021
1986 | 1960
1879 | 1896
1784 1832
1700 | 1769
1624 | 1708
1555 | 1649
1491 | 1593
1432 | 1539
1378 | 1487
1327 | 1438

20% 20% | 0%

10% 10% |0%

30% 10% |30%
2021 2021 |1979
1942 1926 1902
1865 1837 |1828
1791 1755 | 1756
1720 1680 | 1688
1653 1609 1624
1590 1544 |1563
1530 1483 | 1505
1474 1426 | 1451

1421 1373 | 1400
1371 1323 | 1351

Average Luminaire Luminance [cd/m?]

0.00°

45.00°

55.00°

65.00°

75.00°

85.00°

0.00° 45.00°
1091825 1091825
2823 2764
1709 1724
215 1556
4051 3149
4275 5078

90.00°
1091825
2594
1445
1961
2851

3416
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UGR CIE 190:2010

re::i'::rg‘ce 07 07 05 05 03|07 07 05 05 03
Wall
reflectance 05 03 05 03 03|05 03 05 03 03
Plane
reflectance 02 02 02 02 02|02 02 02 02 0.2
Room . . . .
dimensions Viewed crosswise Viewed endwise
2H | -11 -0.2 -07 02 05 |(-1.2 -04 -09 00 0.3
3H |27 34 31 3.8 4.2 (17 25 21 29 33
4H (48 55 52 59 63 (36 43 4.0 47 651
o 6H |64 70 68 74 78 52 |59 567 63 67
8H |67 74 72 78 82 |58 64 6.2 68 72
12H | 71 7.6 75 81 85 |62 68 67 72 76
2H (-0.3 04 01 08 12 -04 03 00 06 11
3H |38 44 42 48 52 |29 35 34 39 44
4H | 61 66 65 70 75 (48 54 53 |58 6.3
" 6H | 77 82 82 86 91 66 (70 71 75 8.0
8H | 81 86 86 90 95 |71 75 76 80 8.5
12H |85 89 90 94 99 |76 80 82 85 90
4H (6.8 7.2 72 76 81 56 6.0 61 6.5 70
6H |85 88 90 93 99 |74 77 7.9 8.2 87
. 8H |90 93 96 98 104|80 83 86 88 94
12H |95 98 101 103 10987 |89 92 94 100
4H (6.8 7.2 73 77 8.2 |57 61 6.2 6.6 71
12H | 6H |86 89 92 94 100|75 78 81 8.3 89
8H |92 95 98 100 10682 85 88 9.0 96

Corrected UGR values based on total output energy

SHR=1.0

Corrected UGR values based on total output lumens

SR3Mx 25L 35K ND xx xx RA3F 25L 35K ND

MW SO (nadir)

SHR=1.0

SPECTRUM
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