SR12SQLEDOA 44L 35K xx FT1212 MW xx FO

CANDLEPOWER CURVE INTENSITY SINGLE UNIT: PERFORMANCE MULTIPLE UNITS: PERFORMANCE
TEST SP-01642_3 CANDELA HORIZONTAL FOOTCANDLES 80/50/20% REFLECTANCES
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Delivered Lumens: 2736 CP at 0° (Nadir): 989 Beam Angle: 109°
Luminaire Watts: 33.7 Spacing Ratio: 1.24

LER: 81.19 Melanopic Ratio 0.54



IES TM-30-18 Color Rendition Report

Color Sample Fidelity (Rf’CEs,-)

Manufacturer: Spectrum Lighting Model: SP-01642_3 ~ SR12SQLEDOA 44L 35K xx FT1212 MW xx
FO
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Local Color Fidelity (RW)
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CES 01 thru 99

Luminous Flux: 2343 Im CIE u'V' (‘| 976).

Radiant Flux: 8 Wrad

Electrical Power: 337 W

Efficacy: 70 Im/W
Melanopic Flux: 1262 mel Im 056
Melanopic Ratio: 0.54

CCT: 2557K

xy Coordinates: 0.46, 0.404 Fok
u'v' Coordinates: 0.265, 0.525

Delta u'v": -0.0023




